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Technical Parameter
Insulation Resistance：≥
Contact Resistance：
Durability：≥
Locking Torque：
Compliant with RoHS
Protection Level: IP68

     (1 meter water depth, 24 hours)；
Cable: PVC/PUR sheathed wire, black outer sheath
Temperature Range ℃ ℃
Cable Length Tolerance
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4A/250V 4A/250V 4A/60V 2A/30V 2A/30V 1.5A/30V 1.5A/30V

WIRE WIRE WIRE WIREWIRE WIRE WIRE

Brown Brown WhiteWhite White WhiteBrown

White White BrownBrown Brown Brown

Blue Blue Blue GreenGreen Green Green

YellowYellow YellowBlackBlackBlack Yellow

Gray Gray Gray Gray Gray

Pink Pink Pink Pink

BlueBlue Blue

RedRed Red

Black Black

Violet Violet

Grey/Pink

Red/Blue

0.34mm²/22AWG 0.34mm²/22AWG 0.34mm²/22AWG 0.25mm²/24AWG 0.25mm²/24AWG 0.14mm²/26AWG 0.14mm²/26AWG

1.4kV 1.4kV 1.0kV 0.65kV 0.65kV 0.5kV 0.5kV

2.5kV 2.5kV 1.5kV 0.8kV 0.8kV 0.8kV 0.8kV


